
Protective suit

 ▪ For all fire fighting operations except for indoor 
fire fighting 

 ▪ Certified as to EN 469:2005 (Xf1 Xr1 Y2 and Z2) 
+ Annex B and EN 1149-5 (anti-statics)

Technical Rescue



"Technical Rescue" protective suit

Connecting zipper

Sleeve end

Trousers design

 ▪ Designed with knee-breeches
 ▪ With Velcro straps on waistband to attach removable suspenders
 ▪ Fly with zipper and Velcro fastener
 ▪ Two thigh pockets
 ▪ Two inside side pockets
 ▪ Moisture blocker made of flame-retardant silicon carbon-coated aramid fabric
 ▪ Reinforcement with abrasion protection made of flame-retardant and silicon-
coated para-aramid fabric in the knee area and trousers cuff

 ▪ Sewn-in knee pads
 ▪ Operational jacket attaches to the trousers with a connecting zipper
 ▪ Stripes with silver and yellow/silver/yellow reflective 3M stripes below the knee 
and a silver vertical stripe on the trousers legs

The "Technical Rescue" (THL) fire fighter's suit was specially developed for technical operations. Certified as to EN 469:2005 
(protection level Xf1 Xr1 Y2 and Z2) including Annex B and EN 1149-5 (anti-statics), it is suitable for all fire fighting opera-
tions with the exception of indoor fire fighting. Due to an integrated membrane it exhibits a high degree of water- and wind-
proofing and is light and comfortable to wear with a total weight of 2.57 kg.

Certified as to EN 469:2005 and EN 1149-5

With optional removable suspenders.

Practical pockets: side and thigh pockets.

Three-layer fabric

The three-layer material of the THL suit consists of a flame-
retardant outer fabric, a water- and windproof membrane 
as well as lining.

 ▪ Outer fabric made of NOMEX® Though or PBI Matrix
 ▪ Moisture protection (liner) with water- and windproof and 
highly breathable membrane

 ▪ The lining is an aramid/viscose blended fabric

The THL suit is available in three different versions: with 
NOMEX® Tough outer fabric in dark blue or gold and PBI 
Matrix fabric in golden yellow. 

Moisture barrier: 
Membrane approx. 150 g/m² 

Lining: 
mixed aramid/viscose,  
approx. 160 g/m²

Outer fabric:
NOMEX® Tough  
approx. 195 g/m²

PBI Matrix  
approx. 205 g/m²
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Jacket and trousers

EN 469:2005

Xf1
Xr1
Y 2
Z 2

Jacket design

 ▪ Moisture blocker made of flame-retardant PU-coated aramid fabric
 ▪ Good freedom of movement thanks to pleats on the back of the jacket
 ▪ Stable plastic zipper
 ▪ Reinforcements in the elbow area
 ▪ Individual width adjustment on sleeve end through a rubber band and a Velcro loop
 ▪ Breast pockets on both sides
 ▪ Rank clasp on the radio pocket
 ▪ Strap for attaching the hand-held microphone at shoulder height
 ▪ Above the radio pocket: 15 cm fleece strip for name tag
 ▪ The operational jacket can be attached to the trousers with a connecting zipper
 ▪ Stripes with silver and yellow/silver/yellow reflective 3M stripes

Connecting zipper

Sleeve end

Waterproof, windproof, and 
particularly lightweight.  
The ideal protective suit for 
technical operations.
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Technical Rescue
Protective Suit

www.rosenbauer.com

Text and images non-binding. The images may depict special editions that are only available at an additional charge. Subject to change due to technical advances.

Other sizes and tailor-made solutions are possible.

Technical data
Exterior layer NOMEX® Tough dark blue NOMEX® Tough gold PBI Matrix golden yellow

Jacket

Sizes 40–42 to 60–64 each in three lengths B (164–172), C (172–180), and D (180–188)

Back length 76 cm (size 52–54 C)

Weight approx. 1.37 kg (size 52–54 C)

Trousers

Sizes 44 to 64 each in three lengths B (164–172), C (172–180), and D (180–188)

Weight approx. 1.2 kg (size 54 C)

www.facebook.com/rosenbauergroup VI
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Ordering data
Available sizes: 40–42 to 60–64 each in three lengths: B (164–172), C (172–180), and D (180–188) 

Outer fabric
colour 

NOMEX® Tough
dark blue

NOMEX® Tough
gold

PBI Matrix
golden yellow

Jacket 140646 140648 140643

Trousers 140647 140649 140644


